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Present:
J. Curtiss, A. Etkin, M. Gaffney, J. Levesque, Y. Makdisi, C. Pearson, 

J. Wright (for the subcommittee) 



P. Giannotti, P. Karastov, M. Lenz, M. Sivertz, L. Snydstrup (PHENIX)

A brief overview by Sivertz described the scope of the review as the input gas buffer volumes, pressure gauges and interlocked solenoid valves, the gas mixing racks for the DC/PC, TEC, and RICH systems in the Class I Div II gas mixing room and the PC controls in the Control room.

The following represent the committee’s findings:

· All outstanding ESRC action items shall be closed. (Makdisi)

· Relevant operating procedures including operational limits are to be provided. (PHENIX)

· The PHENIX installed safety systems should be certified, and interlocked. (Pendzick)

· Signed drawings of the installed gas mixing systems should be provided. (PHENIX)

· Label the gas vent lines and provide appropriate postings. (PHENIX)

· Bond the Vent lines with # 10 wire. (PHENIX)

· Label the gas lines in the trench, clean it, and install the proper covers. (PHENIX)

· The gas sensors should be included in a regular maintenance program. (PHENIX)

· Drawings of the electrical rewiring of the GMH should be provided. (PHENIX)

· The DC/PC and TEC sampling compressors should be locked out. (PHENIX/ Pearson)

· Patch and seal the wall between the gas mixing room and the control room. (PHENIX)

· Clean and remove the construction debris. (PHENIX)

· The vent fan should be on a regular maintenance schedule. (PHENIX / Pearson)

· The ODH sensor should be operational and its sound alert reduced. (Williams)

· The electrical outlets should be changed to gfci. (PHENIX)

· Close up all holes in the gas mixing room and test the ventilation flow with smoke. (PHENIX / Pearson)

· Add a building number to GMH

· Post a “keep closed” sign on the door between the control room and the gas mixing room. (PHENIX)

· Label all electrical panels and switches in the control room. (PHENIX)

· Label the normal trailer a/c power disconnect. (PHENIX)

· Update the fire department run books for the service disconnect locations. (Giannotti/ Levesque)

· Anchor junction boxes inside the access panels in the control room. (PHENIX)

· Support the MC cable and replace the ceiling tiles. (PHENIX)
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