SILICONE INSULATED
WIRE AND CABLE
% OVER 25 YEARS OF EXPERIENCE IN
SILICONE EXTRUSION |

* AN INDUSTRY LEADER IN SILICONE
JACKETING

WIREMAX
' 705 WAMBA AVENUE
PO.BOX 3336 -
, TOLEDO, OHIO 43607
. # - 1-800-843-9479
' (419) 531-9500
FAX (419) 531-9503




* MANUFACTURING CAPABILITIES

COMPLETE EXTRUSION EQUIPMENT TO PROVIDE
THE SMALLEST AND LARGEST OF WIRE |
CONSTRUCTIONS

OFFERING METAL AND TEXTILE COVERINGS FOR
STANDARD AND SPECIAL WIRE AND CABLE
CONSTRUCTIONS

A FULL-SERVICE MANUFACTURER AND SUPPLIER

SENSITIVE TO CUSTOMER NEEDS

* OPTIONAL WIRE AND CABLE
CONSTRUCTIONS AVAILABLE

MULTI-CONDUCTOR
SHIELDED :
SEMI-CONDUCTIVE

SPECIAL AND CUSTOM

WIREMAX L1D.
SILICONE WIRE AND CABLE PRODUCTS
705 WAMBA AVENUE
P.0. BOX 3336
TOLEDO, OHIO 43607
- 1-800-843-9479
(419) 531-9500
- FAX (419) 531-9503




"SIL-KOAT"
HIGH VOLTAGE SILICONE COATED & UNCOATED FEP WIRE

OUTSTANDING FEATURES ALEXRT KHANZ2H DSy
« "SIL-KOAT" Insulation - | | s
« High Temperature -55° C thru 200° C
» High Voltage 1 KVDC thru 30 KVDC

+ 28 AWG thru 20 AWG conductors KHAN 24 DK /\QP 486 . A

» High Flexibility

« Silicone coating provides a bond ready Jacket compatible with potting materials and aghesives
+ Small Diameter 7@/ > '
» Nomex Braid offered for abrasive applications )

*» Reference: MIL-W-22759 | P N PI ; g QB ( R u-

« Ozone and Corona Resistent

Ff‘ﬁ

WIREMAX KVDC AWG STRANDING PRIMARY PRIMARY FINISHED FINISHED
PART NUMBER | RATING SIZE |CONSTRUCTION | DIA.INCHES| OD.MM. |OD.INCHES| OD.MM.
SK 1824A 18 - 24 19736 050 1.27 : 060 1.52
SK 1824B 18 24 19736 050 1.27 070 1.78
SK 2022A 20 22 19/34 060 1.52 070 1.78
SK 2022B 20 22 1934 - 060 1.52 080 2.03
SK 2520A .25 20 19/32 - .080 2.03 090 2.29
SK 2520B 25 20 - 19732 i 080 203 - .100 254
SK 3020A 30. 20 19732 100 254 110 2.79
SK 3020B 30 20 19732 100 - . 254 .120 3.05 -
WIREMAX KVDC AWG STRANDING PRIMARY PRIMARY
PART NUMBER | RATING SIZE |CONSTRUCTION | O.D.INCHES | OD.MM. N
*ET 184 18 ' 24 19/36 050° 1.27 pl\
*ET 2022 20 22 19/34 060 152 P‘JG»,
*ET 2520 25 - 20 19/32 080 2.03
*ET 3020 30 20 1932 - 100 254
*ET 1826 18 26 19/38 045 1.14
*ET 1828 18 28 19/40 040 - 1.02
*These pre-etched teflon wire constmclmnsdonot have the "SIL-KOAT" coating. - {{ _ g5 t»}/
i7
. When ordering use the fol]owmg dash numbers for color where appllcab]c , o= B
i > -0 BLACK .. 5 GREBNF o L . P
wi M -1BROWN  -6BLUE * - - . l \ .
> o £ RED .- - - - JVIOLET- .. - . £~
- -30RANGE- . - -8GRAY - ' . A
e -4 YELLOW -9 WHITE

The above list of part numbers represent standard constructions available—spccial constructions are available upon request.

TYPICAL APPLICATIONS FOR "TUFFSIL" AND " SIL-KOAT"
SILICONE WIRE AND CABLE INCLUDED

*TWT'S - -~ +MILITARY & SPACE

- LASER SYSTEMS .;;"’/ o » INDUSTRIAL & MEDICAL
- CRT DISPLAYS - \8" . POWER SUPPLIES



JFFSIL"
,.JH VOLTAGE SILICONE LEAD WIRE

I. ANDING FEATURES

JFFSIL" Insulation (Silver-plated conductor is standard)
'h Temperature -55° C thru 200° C (250° C Intcrrmttcnt)
’h Voltage 600 VDC thru 100 KVDC '

AWG thru 1 AWG Conductors

h Flexibility

me and Corona Resistant

liation Resistant .

ne Resistance meets the U.L. 3239 VW-1 Flame Test
erence: MIL-W-16878

WIREMAX | KVDC STRANDING

FINISHED O.D.

: FINISHED O.D.
\RT NUMBER RATING AWG SIZE CONSTRUCTION INCHES M.M.
TSS-0524 - X = o K 19/36 . 065 1.65
TSS-0222 2 2 19/34 054 1.37
TSS-0522 5 22 . 19/34 070 1.78
TSS-1522 15 i 22 - 1934 110 279 -
TSS-2022 20 22 19734 130 330
TSS-2522 25 22 1934 1166 4.22
TSS-1520 15 - 20 19/32 120 3.05
TSS-2020 20 20 g5 19732 150 3.81
TSS-2520 25 20 1932 166 422
T 3020 30 -1 20 19732 .190 483
3518 25 18 19730 160 4.06
TSS-4518 45 18 19/30 295 7.49
TSS-2016 | 20 16 : 41/32 161 4.09
TSS-3516 35 . 16 - 41732 265 6.73
TSS-4516 LI B 16 . 19729 300 7.62
TSS-6016 W . I s 16 26/30 380 9.65
TSS-3014 30 14 19727 256 6.50
TSS-6014 60 . 14 - T19/27 385 9.78
TSS-2012 20 12 19/25 205 5.21
TSS-3012 30 = g 5 - 19/25 275 6.98
TSS-4012 40 - 12 | . 19725 . 335 851
TSS-5012 50 12 _ 19725 414 10.52
TSS-6012 60 2 e 19/25 A45 1130
TSS-1510 _ 15 . 10 1T 10530 200 5.08
TSS-2510 . - 25 | 10 - 105/30 - 260 - 6.60
TSS-4010 : .40 1 10 T 105/30 360 9.14
TSS-5010 50 10 - 105730 425 10.80
TSS-6010 1 60 . 10 105/30 465 11.81

wve list of parl numbers rcpresents standard const:mcnons avmlablc-wecxal constructions such as tin platcd couductors

er conductor constructions are available upon request. -

rdering use the following dash numbers for color where available. -

“OBLACK - .- -5 GREEN
-1BROWN . . - -6BLUE
-2RED g -7 VIOLET
-3 ORANGE .. -8 GRAY"

-4 YELLOW -9 WHITE




