1/12/00

Enable

LVHP Variant "AB"

MVD Analog - 2 Slots

Gate In Ve TM33 Enable Gate In Ve TM25
PS1 PS4
150W Driver 150W Driver
VI-26R-CV o—J2-A—» VI-26R-CV —J2-C»
| Gate Out ™34 Gate Out TM26
TM31 ™27
L_p Gateln bss Vit » Gateln b Vit
150W Booster $—J2B—> 150W Booster ¢—J2-D—~»
VI-B6R-CV VI-B6R-CV
Gate Out T™M32 Gate Out ™28
Gate In A ™35 12-G—p Gate In A ™29 12-1—p
PS3 PS6
50W Driver 50W Driver
VI-26R-CY VI-26R-CY
Gate Out TM36 J2-H—» Gate Out TM30 J2-J—»
150nH
J2/P2 Ul ~N 330uF 330uF
AWGH10 A 005 10V 10V
N_/
VI-RAM
AWGH10 @ _ T T @
N/
150nH
U2 ~N 330uF 330uF
AWGH10 /C\ -005 10V 10V
LA
N/
VI-RAM
AWGH10 /[')\ T T @
N_/
150nH
U3 ~N 330uF 330uF
/E\ 005 10V 10V
AN
N_/
VI-RAM T T
: .- |o
150nH
U4 ~~V 330uF 330uF
/F\ -005 10V 10V
LA
N
VI-RAM
AWGH12 /G\ T T @
N/
150nH
uUs ~N 330uF 330uF
AWGH12 /H\ 005 10V 10V
N_
VI-RAM
AWGH#12 /l\ T T @
N_
150nH
U6 ~N 330uF 330uF
AWGH12 /\]\ 005 10V 10V @
VI-RAM T T

Note: Output voltages reflect nominal 0.5V drop to load.

Phoenix HDFk

used as

+7.5V

+7.5V

+7.5V

+7.5V

-7.5V

-7.5V



