LVLP Variant "Z"

6/5/00 RICH - 20 Slots
used as
EN1
> ? caeln PS1 v m @
VI-J6T-CZ o 24uH 330uF 330uF +6.5V
! —_ 24uH 1ov 1ov :
Gate 0PV OvEr R 1\ 1\ O
caeln PS2 v m @
VI-J6T-CZ o 24uH 330uF 330uF 6.5V
! —_ 24uH 1ov 1ov !
Gate 0PV OvEr R 1\ 1\ O
EN3
caeln PS3 v m @
VI-J6T-CZ o 24uH 330uF 330uF +6.5V
! —_ 24uH 1ov 1ov :
Gate 0PV OvEr R 1\ 1\ O
caeln PS4 v W @
VI-J6T-CZ o 24uH 330uF 330uF 6.5V
[ — 24uH 10V 0v ’
25W Driver T T
Gate Out W V- m hd hd O
ENS
> ? caeln PS5 v m @
VI-J6T-CZ o 24uH 330uF 330uF +6.5V
[ — 24uH 10V 0v ’
25W Driver T T
Gate Out W V- m hd ¢ O
caeln PS6 v m @
VI-J6T-CZ o 24uH 330uF 330uF 6.5V
[ — 24uH 10V 0v ’
25W Driver T T
Gate Out W V- m hd ¢ O
EN7
caeln PS7 v W @
VI-J6T-CZ o 24uH 330uF 330uF +6.5V
[ — 24uH 10V 0v ’
25W Driver T T
Gate Out W V- m hd ¢ O
caeln PS8 v W @
VI-J6T-CZ o 24uH 330uF 330uF 6.5V
[ — 24uH 10V 10v ’
25W Driver T T
Gate Out W V- m hd ¢ O

Note: Output voltages reflect nominal 0.5V drop to load.



